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lt;div&gt;Grounding transformers are typically used to: &lt;span&gt;Provide a re

latively low-impedance path to ground, thereby maintaining the system neutral at

 or near ground potential&lt;/span&gt;. Limit the magnitude of transient overvol

tages when restriking ground faults occur. Provide a source of ground fault curr
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lt;div&gt;&lt;div&gt;&lt;div&gt;&lt;div&gt;&lt;div&gt;&lt;div&gt;NGR Sensing Res

istors are attached in parallel to the Neutral Grounding Resistor. &lt;span&gt;T

he sensing resistor allows a protective relay which detects resistor failure in 

a continuous manner&lt;/span&gt;. Sensing Resistors are used in combination with

 neutral grounding resistor monitor relays.&lt;/div&gt;&lt;/div&gt;&lt;/div&gt;&
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&lt;p&gt;ara pessoas com inten&#231;&#245;es menos do que boas. Ainda assim, por

 causa do potencial de&lt;/p&gt;
&lt;p&gt;ndizagem que Roblosox oferece, a Common &#127975;  Sense Media avalia q
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&lt;p&gt;Al&#233;m disso, a cria&#231;&#227;o de itens no jogo dispon&#237;veis 
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&lt;p&gt;&lt;/p&gt;&lt;p&gt; levar de 1 a 3 dias &#250;teis, dependendo do banco

. As transfer&#234;ncias banc&#225;rias geralmente&lt;/p&gt;
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